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(The above logos are the property of the respective clients and used here only for reference).

Industries Covered

0il & Gas - Onshore Refining & Petrochemicals HVAC

Size Range ' Design & Qualification Application
Dual Plate Check Valve 50 - 2000 mm ANSI # 125-2500 API 594, API 6D, API 6FA, Al Seisss Gl & e Salte,
2" -80") BS 6364 / ISO 28921, ISO 10497 Retainerless, (-196°C / -321°F to
750°C / 1382°F)
Axial Check Valve 50 - 1200 mm ANSI # 150, # 300 & ASMI B 16.34 All Services Cryogenic & Fire Safe,
(2" - 48") #600 (-196°C / -321°F to 750°C / 1382°F) .
Power Generation Oil & Gas - Offshore o
Butterfly Valve - Triple Eccentric 80 - 2500 mm ANSI # 150, 300, P C0) Crziisgarny [e) AEIET, Al Services Cryogenic & Fire Safe, 5
(Offset) Metal Seated High Performance (3" - 100”) 600 & 900 ISO 15848, BS 6364 / (-196°C / -321°F to 750°C / 1382°F) 2
1ISO 28921, ISO 10497, SIL 3 2
2
Butterfly Valve - Concentric 50 - 600 mm PN 10, PN 16,PN 20  API 609 Category A, BS 5155, All kinds of Water/Chemicals/ %
Integrally Moulded Liner Design (2" -24") &ANSI # 150 IS 13095, UL 1091 Air/Oil/ Gases (up-to 204°C / b
400°F including Vaccum services) EE
Low Torque Butterfly Valve 50 - 300 mm PN 10 API 609, BS EN 593 Water, Chemicals, Air, Oil &
(27-127) 1S 13095 Gas Services (-20°C to 120°C)
Butterfly Valve - Double 80 - 3000 mm PN 10, PN 16, PN 20, API 609 B Elastomer All Services up-to 200°C / 392°F
Eccentric (Offset) High Performance (3"-1207) PN 25 & ANSI #1150  seated design GhemicalllFertilizer Nudlear Naval & Marine
Actuated Butterfly including MOVs, 50 — 3000mm PN10,PN16 API 609, SIL 3 With Electric, Pneumatic, Electro
On-off Remote Shut-off Valves (2" -120") ANSI # 150, Hydraulic, Complete Hydraulic,
300, 600, 900 Actuators & Instrumentation
Balancing Valve 25 -1200 mm PN 16 & PN 20 DIN 3202 / BS 7350/ BS EN 593 Water, Glycol, Brine solution j
(1" —48") Face to face as per ISO 5752 Table 8 A ADVANCE WAL\WES
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